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B-4 Master Server
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This system is designed to utilize the time in yNetwork Time Proto- Model WTV T-4U

col Server and distribute to all the time stampsneated to traders

computers on your network. By simply connecting Bt master . .
server to your master server and at each trademput@r you simply Im'ﬂ?‘ﬁa 15' 32‘ 23
add a small software package and connection k#etserial port that

connects to the time stamps. Your system is nowrsgon the next WTV sample imprint not to size
minute all time stamps on the system will be syanired.
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WIDMER OATS COMPLIANT ATOMIC CLOCK
TIME STAMP SYSTEM
WIDMER MODEL WTS-B-4 MASTER CLOCK SYSTEM

This diagram illustrates a typical Wide Area Netwdsystem using the B-4 Master Server and
WTV “seconds” time stamps

Specifications for Wide Area Network OATS System
WAN/WTS WTVCOM (Version 1.0)

NTP TCPIP time signal from your server to B-4 * Windows XP /2000 / ME / 98

B-4 plugs into 10 Base T connection hub * PC on the network system

NTP broadcast signal available to B-4 without ermegd Com Port pin are 9 as standard but
UDP Port #123 open to B-4 to receive signal is optional

UDP Port #5357 open for entire system for outbosigdal Software provided on CD ROM
Pentium or greater Each disk is demeal and that number
32 meg RAM, 32 bit processor be entered in the WTVCOM progra||n
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